
Annexure for T.Case. No. 61/15/6034 

 
Description of the RS232/485/422 to Fiber converter 

 

Specification RS232/485/422 

 

Standards: EIA RS-232C, RS-485, RS422 Standard 

                    RS-232 Signal: OUT (TX), IN (RX), GND 

                    RS422 Signal:T+,T-,R+,R- GND  

                    RS-485 Singal: D+, D-,GND 

 

Working mode: Asynchronism, point to point or multi point, 2 wire 

                            Half duplex, 4 wire full duplex 

Baud rate: 0~115.2kbps, auto test serial signal rate detect signal 

                   Speed automatically, zero delay time 

Transfer distance: RS-485/422 side: 1.2 km (9600bps) 

                                 RS-232 Side: Not less than 5m 

Max number of drops: 128 nodes (RS-485/422) 

Port Protect: 600w surge protection. 

                       15 KV ESD Protections. 

 

Optic fiber: 

Fiber optic cables, single Mode: 8.3/125, 8.7/125,9/125 0r 10/125 um 

Multi Mode: S0/125, 62.5/125 or 100/125 um 

Transmission: 20,40,60,80,100,120 k.m.(SM) 

Wavelength: 1310nm/1550nm 

 

Power 

 

220V AC Mains (either with suitable adapter) 

Make/Model: Mootek Technologies/277M or similar. 

 

 

 

 


