




 
 

 
26th Addendum and Corrigendum (Revised and Reprinted 2020) / 56th Addendum and 
Corrigendum (Revised and Reprinted 2012) to the General & Subsidiary Rules’ Book. 

 
1. Substitute SR 4.09 by the following SR: 

  

          SR 4.09 
 

             Note- Rules with regard to Caution and delivery of Caution Order [T/409] will be found in Appendix ‘A’. 
  All on duty Station Masters including Rest givers should make themselves fully aware of the procedure 

of issuing Caution Order from Notice station.  
 

       Whenever any new signal is erected or there is a change in the location and / or type  of signal, 
caution orders shall be issued for a period of 3 months from the date of erection of signal or change of 
location. 

 

             In case of commissioning of new IBS, Road learning trip shall not be required. 
 

                          (Authority: Railway Board’s letter No.2017/Safety(DM)/7/25/Pt./4 dated 13.02.2019.) 
 

2. Appendix “A” Unified Rules Regarding Caution Order :  
 

Para  IV (i) : Reminder Caution Order is dispensed under Special Instructions over Eastern 
Railway. 

 

3. Substitute SR 4.51 by the following SR: 
 

       SR 4.51 
Bell Code signals between Motorman / Loco Pilot & Guards of EMU/ MEMU/ DEMU & other Train Set : 

 

a) The Bell Code signals initiated by Motorman/ Loco Pilot and Acknowledged by the Guard (TMR): 
 

SL Bell code Signal initiated by Motorman/ LP Acknowledged by Guard 
Bell code Meaning Bell code Meaning 

1. 0 Signal is ON or  Unable to start. or 
Stop train in emergency 

0 Acknowledge. 

2. 
00 Signal is “OFF” or ready to Start. or 

Calling On Signal is “OFF”. 
00 Advise to start ensuring all 

conditions. 

3. 

00 Before approaching Station/ Run 
through station. 

00 If the train is scheduled to run 
through the approaching station. 

0 If the train is scheduled to halt at 
approaching station, 

4. 000 Guard required by Motorman/Loco 
Pilot 

000 Acknowledge & proceed to assist 
to LP/Motorman. 

5. 
00 Pause 00 To pass Automatic signal / Semi-

automatic signal with illuminate 'A’ 
marker / Gate Signal at ‘ON’. 

00 Pause 00 Allow to start ensuring all 
conditions. 

6. 
0 Pause 0 Speed Restriction Zone over, resume 

the speed.  
0 Pause 0 Confirm.  

7. 0000 Protect train in rear 0000 Acknowledge & proceed for 
protection. 

 

 




